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O.E.M.
SPECIFIED

• Instant seal gasket straight-from-the-can
• Easy to use
• Meets major automotive manufacturer specifications
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Loctite® 5910 Quick Gasket
Automotive Repair

Loctite® 5910 Quick Gasket cures to a permanently flexible, reliable and long-
lasting gasket. The unique even-flow nozzle is very easy to use and allows
dispensing with extra accuracy. The product can also replace cut gaskets.

A World of Engineering Solutions and Customer Support:
The Henkel Group is a world-wide, market-driven specialty chemical company. Strong brands with proven and trusted names, such as
Loctite® and Teroson, have long been the key to Henkel’s success in the automotive and many other industries.

Henkel has a long tradition of sponsorship in motor sport. Building on a partnership which began in 1995, Henkel has been an Official
Supplier to the Team McLaren Mercedes Formula One racing team since 2004. Today, every major assembly of the Team McLaren
Mercedes race car contains solutions which depend on products from the Henkel portfolio.

The Dakar Rally 2005 is the latest in a long line of top-level competitive motor sport events in which Henkel has been involved. Henkel
has assisted the drivers as an Official Supplier, offering a wide range of Loctite® and Teroson branded products to ensure the reliability
of mechanical assemblies under the rigors of extreme racing conditions.

Health & safety:
Quality and manufacturing of Teroson and Loctite® products are constantly monitored by eminent customers and independent certification
bodies. These audits and certifications regularly give Henkel best ratings for continued compliance with high quality standards. The
users in the workshops are reaping the benefits from the head start in quality and processing know-how.

• Continuous service temperature up to 200°C

• One can contains enough product to produce up to 10 
mid-sized engine oil sump gaskets.

• Withstands all shop fluids (oil, coolant, ATF).

• No odour.

• Instant sealing performance: up to 0.25 mm at 0.35 bar.

Typical applications: 
Seals valve covers, oil sumps, thermostat housings, water and oil
pumps, timing covers, transmission sumps, intake end seals, side
cover plates, gearboxes.

Note: Not for use on head gaskets or on parts in continuous contact with fuel.

Ordering Information:
Loctite® 5910 Quick Gasket

Contents 200 ml, aerosol 

Purchase quantity 12 cans/box

Order number ?

IDH number ?

Easy to use: 
• No product loss.
• Quick and precise application.
• Use 100 % of product.

O.E.M.
SPECIFIED

SINGER
, intermittent up to 260 °C.


