
hose reels - metal

powered heavy duty
metal hose reels 

Features 

• heavy duty steel chassis 

• multi directional nylon roller guides reduce hose drag and wear 

• full �ow heavy duty swivel for maximum product delivery 

• powder coated �nish for corrosion resistance 

• 5 year warranty 

*Macnaught can produce metal reels to suit your speci�c requirements
  Minimum order quantities apply.

MOTP2520
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Type Hose ID Option Hose Length Power Source Option Working pressure Item  Code (pre�x)

A ir/W ater 25mm (1”)  / 38mm (1½ ”) 20m 24V  DC / Pneumatic  / Hy draulic
6890 kPa (1000 ps i)

MA TP2520/MA TP3820

Supplied W ithout 
Hos e N/A N/A 24V  DC / Pneumatic  / Hy draulic 6890 kPa (1000 ps i) MOTP3820N

Oil/Dies el 25mm (1”)  / 38mm (1½ ”) 20m 24V  DC / Pneumatic  / Hy draulic
6890 kPa (1000 ps i)

MOTP2520/MOTP3820

W eedic ide/Pes tic ide 10mm 50m 24V  DC 3500 kPa (500 ps i) W PTP1050

Provided with twin pedestal supports for added strength 
and stability, these powered heavy duty metal reels are able 
to be supplied with pneumatic, hydraulic or 24 Volt electric 
power. These powered metal reels are assembled and tested in 
Australia, which means greater �exibility and faster satisfaction of 
speci�c needs.

The weedicide/pesticide powered reel features an ample 
50 m length hose, providing more than enough reach to get where 
needed.


